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VERSO 8P

e 200 W RMS

e maximum SPL: 118 dB

® HxV dispersion: 80°x 60°

* 8” polypropylene woofer and 25 mm compression
mator

* Frequency response (-3dB): 80 Hz - 20 kHz

e Dimensions: 291 x 241 x 398 mm

* \Weight: 9.9 kg

A line of self-powered speakers made of high-density plastic with great resistance.
Separate amplifiers for low and high frequencies. Integrated
2-channel mixer. Three models whose high quality and versatility
make them ideal for use in fixed and mabile applications and
also as stage monitors.

The external design of the boxes, which is modern and
balanced, has been created in collaboration with the reputed
team Giugiaro Design.

VERSO I0P

e 300 W RMS

® maximum SPL: 120

e HxV dispersion: 80°x 60°

® 10" woofer and 34 mm compression maotor
* Frequency response (-3dB): 65 Hz - 20 kHz
* Dimensions: 350 x 290 x 475 mm

* \Weight: 16 kg

Main features of the series

e Full range, 2-way, self-powered speakers.

e Active crosover with 24 dB/oct slope

e Two MICRO/LINE XLR inputs with sensitivity switch.
e Two way mixer.

e 3-band tone control at mixer output.

¢ Balanced "STACK OUT" output for connection to other
units or amplifiers

e Effective protection system to reduce signal clipping
e Carry handles at the rear

e B flying points

® Prepared for landscape installation on the ground,
with no need for accessories

¢ Protective grille at the front, acoustically transparent
e 35 mm stand at the base for pole mount

VERSO I2P

* 450 W RMS

® maximum SPL: 123

e HxV dispersion: 80°x 60°

e 12” woofer and 44 mm compression maotor
* Frequency response (-3dB): 50 Hz - 20 kHz
e Dimensions: 447 x 368 x 607 mm

e Weight: 24,05 kg

GIUGIARO

Handle for ease
trensportation
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System Active Crossover two way full range active cabinet wecter A =
Driver 1x8" (Bass) 1x34mm (Treble) | 1x10" (Bass) 1x34mm (Treble] | 1x12" (Bass) 1x44mm (Treble) oweiare A
Power output (RMS) 200W 300W 450W 3 B =
Maximum SPL (dB@1m) 118dB 120dB 123dB cesceesel e o
Dispersion (HxV) 80° x 60° 80° x B0° 80° x B0° = =
Inputs sensitivity nom/impedance Micro | -40dBV 10mV 20ka -40dBV 10mV 20ka -40dBV 10mV 20ka - -
Line | -10dBV 316mV 20ko -10dBV 316mV 20ka -10dBV 316mV 20ka -
Connector type XLR3 XLR3 XLR3 =
Frequency response (-10dB) 80Hz~20kHz B65Hz~20kHz 50Hz~20kHz - g = o =
Tone control  Crossover frequencies 250Hz-5.5kHz 250Hz-5.5kHz 250Hz-5.5kHz - Maln appllcatlons .
Gain -20dB +10dB -20dB +10dB -20dB +10dB S NN NN NN NN NN EEEEEEEEEEEEEEEEEEEEEEEEEEE
Signal present indicator -35dBV -35dBV -35dBV e .
Mains AC 115V/230V 50-60Hz AC 115V,/230V 50-60Hz AC 115V,/230V 50-60Hz ¢ Sound for events and audiovisual presentations
Power consumption (pink noise, 1/8 power)| 41VA 95VA 134VA ° Sound reinfor\cement
(pink noise, 1/3 power) | 45VA 112VA 168VA St it
(s, 350VA 680VA 770VA ¢ otage monitors
Dimension (WxDxH mm/Pcs) 291x241x398mm 350x290x475mm 447x368x607mm ° CIUbS, discos and leisure centres
Packaging Dimension (WxDxH mm/Pcs)| 340x300x480mm 410x355x555mm 520x440x700mm . .
Net weight (kg,/Pcs) 9.9kg 16kg 24 OBkg ¢ Mobile discos
Gross weight (kg/Pcs) 11kg 17 .6kg 26.7kg




A full range, 2-way speakers line made of high-density plastic
material and with great resistance. Three models whose
high quality and versatility make them ideal for use in fixed
and mobile applications and also as stage monitors.

The external design of the boxes, which is modern and
balanced, has been created together with the reputed team

Giugiaro Design.

Main features of the series

e Full range, 2-way speakers.

e Carefully-studied selection of components

e Efficient Larsen high-frequency protection system (feedback)

and signal clipping.

e Carry handle at the rear

® B flying points

* Prepared for landscape installation on the ground, with
no need for accessories
¢ Protective grille at the front, acoustically transparent

e 35 mm stand at the base for pole mount

e Speakon® connectors

GIUGIARO
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System

Built-in Crossover two way full range speaker

Driver

1x8" (Bass) 1x34mm (Treble)

1x10” (Bass) 1x34mm (Treble)

1x12” (Bass) 1x44mm (Treble)

Frequency response (-10dB) 80Hz-20KHz B60Hz-18KHz 50Hz-18KHz
Sensitivity (dB@1m 1W) 97dB 96dB 98dB

Impedance 8 ohms 8 ohms 8 ohms

Power rating (RMS) 150W 250w 350W

Maximum SPL (dB@1m) 119dB 120dB 123dB

Dispersion (HxV) 80°x BO° 80°x 60° 80°x BO°
Connector type 2xNL4 2xNL4 2xNL4
Dimension(WxDxH mm/Pcs) 291x241x398mm 350x290x475mm 447x368x607mm
Packaging Dimension(WxDxH mm/Pcs) | 340x300x480mm 410x355x555mm 520x440x700mm
Net weight (kg/Pcs) 8kg 12.5kg 20.35kg

Gross weight (Kg/Pcs) Skg 14kg 22.7kg
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VERSO 8

* 150 W RMS / 8 ohms (300 W programme)

e Output: 97 dBSPLTW /1 m

e HxV dispersion: 80°x60°

¢ 8” polypropylene woofer and 25 mm compression motor
e Frequency response (-3dB): 70 Hz - 18 kHz

e Dimensions: 291 x 241 x 398 mm

e \Weight: 8 kg

VERSO 10

e 250 W RMS / 8 ohms (500 W programme)
e Qutput: S6 dBSPL1W /1 m

e HxV dispersion: 80°x60°

¢ 10" woofer and 34 mm compression motor
e Frequency response (-3dB): 60 Hz - 18 kHz
® Dimensions: 350 x 290 x 475 mm

e \Weight: 12.5 kg

TRIPO |

VERSO |2

e 350 W RMS / 8 ohms (700 W programme)
e Qutput: 98 dBSPL1W /1 m

e HxV dispersion: 80°x60°

¢ 12" woofer and 44 mm compression maotor
e Frequency response (-3dB): 50 Hz - 18 kHz
® Dimensions: 447 x 368 x 607 mm

* \Weight: 20.35 Kg

Main applications

* Sound for events and audiovisual presentations
e Sound reinforcement

e Stage monitors

e Clubs, discos and leisure centres

¢ Mobile discos
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AcCcCcessories
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VERSO and VERSO P Accessories o
D ‘ |
E BAGVERS08, BAGVERS010, BAGVERSO12
CNX2RCAXLR2 CNXRCAXLR2 CNXXLRXLR5/10/20 CNXMJXLR2 E
NN EEEEEE N EEEEEE NN NN EEEE NN NN EEEEENE N EEEEEEEE NN NN EEEE NN NN EEEEEE NN NN N NN NN EEEEEENNEEEEEEEENANEEEEEEEEEEEEEEEEY
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Audio signal connections
: = High quality pre made audio connections complete the Verso versatility:
= Wall brackets and tripod mounting = » CNX2RCAXLR2: 2xRCA (stereo) - 1 x XLRM 2m wire -
FEEEEEE NN NN NN NN NN NN NN NN NS NN NN NN NN EEEEEEEEEEER .CNXRCAXLRE: RCA—XLRMEmW”‘e : Tr‘anspol‘tation bags
e TRIPO1: 35 mm adjustable tripod * CNXXLRXLR5/10/20: XLRM-XLRBH 5,10, 20m wire Y S LN
¢ SR8: wall support for VERSO 8, VERSO 8F, VERSO * CNXMJXLR2: jack 3.5mm (stereo) -XLRM 2 m wire  BAGVERSO0S8, BAGVERS010,
10, VERSO 10P BAGVERSO12: bag for easy transportation
* SR12: wall support for VERSO 10, VERSO 10R XLR - XLR connection is available in three different wire lengths: 5, 10 and 20m. and storage

VERSD 12, VERSO 12P All connections use OFC and PVC pratective jacket. Stereo to mono connections include internal resistances

for load protection and proper audio signal addition.

All the characteristics are subject to variation due to production tolerances. ECLER SA reserves the right to make changes or improvements in manufacturing or design that may affect specifications. ' ' ecl e r
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